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THE USER-FRIENDLY DOSING SYSTEM

INSTALLATION GUIDELINES

When installing FIREMIKS we strongly recommend 
that the extinguishing media tanks minimum level 
is placed above the inlet of the dosing pump so that 
the concentrate has a free flow from the tank down 
to the dosing pump, this makes the suction efficient 
and immediate from the start. In installations with 
our piston pump type – PP, is this a requirement.

The internal diameter on the suction system must 
have an equal diameter, or one step larger, as the 
inlet of the three-way valve on the dosing pump. 

FIREMIKS is designed to operate with clean water. 
No abrasive particles should be present in the 
water flow. Attention! Rinse the piping thoroughly 
before installing FIREMIKS to ensure that the 
extinguishing water is completely clean of 
waste products after welding, etc.

If the installation is to operate for an extended 
period of time with extinguishing water only, 
a by-pass with suitable valves should be installed 
around the FIREMIKS system to avoid unnecessary 
wear.

Dry running of the FIREMIKS dosing pump is not 
allowed, always use the internal flushing if suction 
of concentrate does not occur.

For fixed installations we recommend that FIRMIKS 
is delivered with a return valve that makes it 
possible to return extinguishing media to the tank. 
This enables simple, fast and regular testing of the 
device’s functionality, including the ability to check 
the proportioning without wasting any concentrate.

You will find further information and documents, 
such as our Installation Manual, Datasheet and 
Flow Chart on our website www.firemiks.com.

Do not hesitate to contact us for more information!

Some important Installation Guidelines 
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FIREMIKS AB - A FAMILY COMPANY FOR THREE GENERATIONS

Contact us

Please contact us directly for additional information 
about our products, a quotation or to make an order. 

Visit our website where you can download our technical 
data sheets and find more information.

Firemiks AB

P.O. Box 8155 | SE-104 20 STOCKHOLM | Sweden
Phone +46-8-551 196 10 | info@firemiks.com | 

www.firemiks.com

Visiting address: Solna Strandväg 70 | SE-171 54 Solna

SS-EN ISO-9001:2008 Certified, certificate no: SE003499-1

Member of The Swedish Fire Protection Association

Member of JOIFF

Member of National Fire Protection Association

Originally founded in 1979 – as a Swedish family based business -
 Firemiks AB is operated by the third generation.

Throughout the years, our main focus has been to develop,  manufacture 
and distribute our product line of water motor driven proportioning systems worldwide.

Our work method is to produce with flexibility, offering the opportunity 
to customize the product to the individual preferences of our clients.

With more than 30 years of experience in the international 
firefighting market – Firemiks AB is a company to count on!

Local representative:


