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Manual Air 
Relief Valve

Flushing line
with filter

Pressure Relief Valve (PRV)
G 1 1/2" (1,5") iso 228-1 female
Set pressure 20bar
(Only on DRV version)
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Drain
valve

Straight pipe requirements

Horizontal bends 
Recommended: 10xD before, 5xD after
Required: 5xD before, 2xD after

Vertical bends no straight pipe required

Dosing line

Check valve

Optional
Dosing Return Valve (DRV)
G 1 1/2" (1,5") 
iso 228-1 female

WARNING!
Do not use the piping
for lifting the unit!

Lifting eyelets
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4x Floor mounting holes

Rubber feet for pump support
Height adjustable bracket
Note: Do not fixate!
(see Instruction Manual)

Supervisory 
Switch
1NC+1NO

700

DOSING / FLUSHING
VALVE

WATER CONNECTIONS
CUT GROOVE
ANSI/AWWA C606-15
8" - DN200
(other connections types
also possible)

FLAP/SWING CHECK VALVE

Note: 
delivered unassembled on unit. 
To be threaded on after 
unpacking with supplied O-ring.
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WATER INLET WATER/
CONCENTRATE 
OUTLET

Solids free water 
mandatory, use 
suitable strainer /
filter if necessary

CONCENTRATE INLET 
G 3" iso 228-1 Female
Gravity feed mandatory

Dimensions tolerance `1mm unless otherwise noted
Reverse water flow direction is optional, layout is then mirrored exactly
Vertical water flow optional, modified layout available on request.
We reserve the right to make changes without prior notice


